DPF - regeneración manual (en caso de necesidad) 
Autor: Dragole 


Esto es un tuto para hacer la regeneración de forma manual de filtro de particulas DPF para los motores 1.9 
y 20: 


Requisitos: 


VCDS (Vag Com) 

Portalil (laptop, notebook etc.) 

El contacto puesto 

Motor en ralentí 

Temperatura de refrigerante min. 50°C (canal 002.4) 

Encendido todo lo que se puede (clima, luces, asientos calef., etc.) 


El proceso: 


Conectamos con la unidad del motor 


Pinchamos en el Coding II 


ICCT TESO REO VCDS 

Protocol: CAN Open Controller 

Controller Info 

VAG Number: | 03G 906 018 HB Component: R42.01PPD12G 2148 

Soft. Coding: 0000072 Shop#:| Imp: 257 WSC 66565 
Extra: Ñ i i 


Extra: Geraet 00032 


Basic Functions Advanced Functions 
These are “Safe” Refer to Service Manual 


Fault Codes - 02 Readiness - 15 | Coding ll - 11 Coding - 07 
Meas: Blocks - 08. | | Advanced ID - 14 Basic Settings - 04 
Supp. Codes - 18 Adv. meas. blocks Output Tests - 03 Security Access - 16 


Close Controller, Go Back - 06 


Escribimos en la casilla codigo 21295, damos Do It y se enciende el testigo del DPF y empieza la 
regeneración 
^a VCDS Rele 5 


IC=1 TE=0 RE=0 VCD S 


Protocol; CAN Open Controller 

Controller Info 

VAG Number: | 03G 906 018 HB Component: R4 2.01 PPD1.2G 2148 

Soft. Coding: | 0000072 Shop#:) Imp: 257 WSC 66565 
Extra: | o i o 


Many Controllers only allow one attempt. If an incorrect Code is entered, 
you will have to turn the ignition OFF for a minute or two before trying again. 
Refer to Serice Manual for a valid Code! 


Enter Code (0 - 65535): 21294 


Cancel 


Canales de medición para seguir, primero pinchamos Meas. Blocks 


ta VCDS 


Protocol: CAN Open Controller 


Controller Info 
VAG Number: |  03G 906 018 HB Component: R4 2.01 PPD1.2G 2148 
Soft. Coding: 0000072 Shop* | Imp: 257 WSC 66565 


Geraet 00032 


Basic Functions Advanced Functions 
These are "Safe" Refer to Service Manual! 


Fault Codes - 02 Readiness - 15 Coding ll - 11 Coding - 07 


| Meas. Blocks - 08 | | AdvancedID-1A. | | Basic Settings - 04 | Adaptation - 10 | 
Supp. Codes - 18 Adv. meas. blocks Output Tests - 03 Security Access - 16 


Close Controller, Go Back - 06 


Luego buscamos canales 70, 75, y 002 


VCDS Rele 


Sample Rate: [23 | VCDS 


Label File: REDIR FAIL! Measuring Blocks 


00000000 47s | 00 
Bin. Bits Time (no units) 


171.5°C 150.0°C 164.3°C 
Temperature Te mperature Temper: ature 


81.0°C 
Temperature 


Refer to Service Manual! 


Switch To Basic Settings 


explicación de canales: 


70.1 - estado de la regeneración (xxxxxxxl = regeneración normal activada, xxxxxxl x = regeneración rápida 
activada) 

70.2 - contador de la regeneración 

75.1 - temp. de los gases de escape en la entrada del catalizador 

75.2 - temp. de gases de escape en la entrada del DPF 

75.3 - llenado del DPF 

75.4 - temp. de gases de escape en la salida del DPF 


Regeneración en marcha: 

velocidad 30-60 km/h 

rpm 1500-2500 

duración 15-20 min (hasta apagar el testigo) 
temp. de gases de escape más de 700°C 


